Should your player already dead by wrong software upgrade ,Pls Use RS232 Cable+PCB to recover it firstly .( This RS232 Cable+PCB is special for our Realtek Player)  After upgrade to newest bootcode it will support forced upgrade.

PCBA upgrading instruction

(Suitable for all 1073 1283 1185 1186 player)

1），Open the computer super terminal.

Start-Program-accessory-communications-super terminal . 
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2） Press” N” to enter into following window menu
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3）Press” Cancel” to enter into following window menu

[image: image3.png]i ) AR ) AR BER.

W




4）Press” Confirm” to enter into following window menu
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5）Input a name in the name blank.take “a” for example as following picture.
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6）Press” Confirm” to enter into following window menu.  
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7）Select the connecting port (USB Defined connecting port which you will use it to connect to the upgrading tooling to installing the driver,COM1,COM2 or COM4 according to your computer….) 
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8）Setup the parameter as follow menu，digit/s：11520 ， data stream control setting：no 
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9）Press” A(application)” and ” Confirm” to enter into following window menu
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10）Connecting well the upgrading tooling pcba and realtek product pcba (BT3548, BT3549,BT3550,BT3553) by the cable.
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11）1）Connect the upgrading tooling to pc, plug on the realtek pcba(BT3548, BT3549,BT3550,BT3553), press the “ESC”button of keyboard of PC,and then power on the realtek pcba(BT3548, BT3549,BT3550,BT3553) by power button. Until you can see the following precoessing of upgrading,release the “ ESC”button.
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11)2）input “erase –e”  after “Realtek”  to erase memory
12) then input “load –b asc://tty0 80100000” at behind of  “Realtek>”
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13)after press ENTER go to below interface
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14）click “transmit(传送)” on the menu,then click “send files(发送文件), a message box will appear
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15)browse to the location of the file “1186_c0000_b0402_demo_nand_bt_gbit_v2_256x2_1080p60_rsq.0000.0402.0047.bin” software,and chose,and another protocol box chose “Ymodem-G”
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16）Click “send” go to below interface
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17）after finish sending,pls click “cancel(取消)” [image: image18.jpg]D@ 3 DB &
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18) input “go 80100000 nand”after “Realtek>” then press ENTER go to below interface,all updating step has finished
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19）Aftter Enter the above interface，then input “erase –e” to save settings

20）Plug out the RS232 CABLE,Connect the PCB to TV,and Put the correct install.img  to  USB-ROOT and insett in to USB HOST.Aftert that disconnect Power and Re-start the Player connect to AV out,You will saw the updtae interface after 1-2 Minu(Remark :install.img must under USB root ),up-grade need 3-4Minu,Pls do not cut Power when up-grade.

